VANDA DOUBLE BLIND RECESS with PART BOX
Sample Installation Detall

Product Code Ref : VA-PB-101/2
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PRODUCT:
Vanda Double Blind Recess with Partbox
VA-PB-101/2

DESCRIPTION:

Double recessed aluminium partbox and
coverplate designed to be recessed into the
ceiling to conceal blinds. Both sides of recess
allowing blinds to run together through cover
openings.

MATERIAL:
Powder coated aluminium in standard
Vanda White or a Dulux powdercoat colour.

NOTES:
Ensure there is space for window/door
handles.

Blinds can be chain controlled or automated
Trimming of the removable cover plate is
required for chain confrol blinds.

Extrusion comes supplied in 4.2m lengths.

Sewn pocket and Lathe treatment
recommended for blinds in this product.

Builders can form a recess cavity to allow for
2 x roller blinds set side by side. Vanda part
box to fix on both sides of recess to conceal
blinds.

Flanged edge on room side for plasterboard
to locate. Flangeless edge on window side.
Blind run together.

Cavity recess size is variable - approximately
200mm wide x 100mm high.

DISCLAIMER:

Note that the architectural detail is shown for
reference only.

All architectural details shown shall not be
used for construction, and shall be drawn

by an architect according to the specific
building project and

application. Drawing intent shows the pos-
sible placement of Vanda products within a
building context.

1:2 Scale (A3)
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*Full Life Cycle is 8.19kg of CO,eperkg of Aluminium

The Aluminium contained in
our products has the
above certification
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